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(3ol Link Mesphibaehood Desigr Glidanimas

Introduction

A,

Intent

The Gold Link Meighborhood is located in an area of outstanding natural
beauty and has beeh designed to maximize this amanity. Building
cnvelopes have been identified far each lot to protect the natural terrain,
views, privacy, vegetation, and rélaticnship betweon adjacent sites.
These Guidelines are prepared to provide guidance and direction to the
pwners and professionals involved with the design and construction of
buildings and site improvements, This is not & “building code”, but recom-
mendatiens for good design that is compatible with the eharacter of the
Gold Link Meighborhood, The underlying goals of these Guidelines are
T

1. Fratect and enhance the natural landscape.

2. Minirnize the visual impact of the subdivision rom other areas of
the cormmunity.

3, Maximize the long range views fram each homesite and rmirtimize
tha visual impact of development fram ather homeasites.

pago one



Gold Link Meighborhood Dasign Guidelings

Relatlonship te Protective Covenants and Other Ragulations

The Design Guidelines are supplemental {o restrictions and processes
established in the Declaration of Protective Covenants far the Gold Link
Subdivision filed with the Town of Mt Crosted Butte. Owners of gach lot
are encouraged to review bath documants together.

Compliance with the design review process i not 8 substinute for compli-
ance with the Town of Mt. Creosted Butte and the state of Caolorade zoning
and subdivision ordinances. Each Owner s responsible for obtaining all
approvals, licenses and parmits as may be required by the Town of Mt
Crested Butle, the state of Colorado and any Special CHstract providing
services to the [ot prior ko commeneement of construction.

Autharity of Design Revlew Board (DRB}

Mo single-farmily residence, building or improvement shall be commenced.
constiuctod, erected ar maintanad upon any lot, nar shall any landscagp-
ing be done, nor shall any exiericr addition, change or alteration be made.
until the plans and specifications have been subritted to and approved in
writing by the Town of Mt Crested Butte and the Lesign Review Goard in
the manner et forth in these guidelines.



fGoid Link Neghbarhood Design Guidelines

IMAGE STATEMENT

A,

Exlsting Condilons

The Gold Link MNeighborhood is located at the northarn end of tha Town of
it Crested Butte, immediately adjacent ko skiing and permanant open
space in the Gunnison National Forest,

The site is surrounded by panaramic, long-range views which are domi-
nated by the presence of Mt. Grested Butte to the sauth and Paradisc
Mruntain to the west, Characterized by rolling meadows, tha sita sits at
the base of the foothills, which are smbroidarad with masses of Aspens
and Caoniferous forests. These hills transition to stoep, heavily tree'd
slopes and mountain peaks of the high country.

The neighbarhood is in a rolling meadow blanketed by tall grasses wilh a
cantral drainage overflowing with native willows, Other less doeminant
drainages define spaces by casting subtle shadows on the terrain. A
picturesqua fanca ling marks the praperty boundary and 15 the only divi-
sion separating the site and the adjacent open space.

It iz the ohjactive of the Design Guidelines to ereate a residenlial neigh-
borhood that takes maximum advantage of and blends into the visual
character af tha sitc and surrounding nvironmenl.

existing view of property from Paradisa Mountain

Pege rge




Gold Link Neighborhood Design Guidelines

Gold Link NMeighborhood

The Gatd Link Neighborhood is designed as a clustar of single family
hames surrcunded by open space. Within the neighborhood, all
drainages have been presarved including a spine of willows which Disects

the property.

The: dasign concept is to have the impact of the residences softened by
planting indigencus trees in masses reflecting natural vegetation patterns.
These patterns follow the existing drainages and meander throughaout the
neighborhood. The planting will also provide privacy between residences
and frame long range views. Gold Link Drive has been carefully
designed to fallow existing kopography and have minimum impact an the
landscape character.

proposed view of neighborhood from Paradise Meuntain




Gald Link Meighborhood Design Gudolines

I DESIGN GUIDELINES

A. Site Developmant

1.

Building Envelopes

Every siructure built within the Gold Link Neighborhood must be
built within the designated building envelope on each lot. Thesa
pnvelopes have been selected with consideralion for:

T sethack requirements

Eteep topography and topographic edges
LHility easements

Visual sethacks and corridors

Existing veqetation

Existing drainages

Privacy fram adjacent lots

In the evert that bwa [ots are combined, the building envelopes
may be connected with approval by the DRE, provided the connec-
tion does not encroach on any of the above listed conditions,
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Gold Link Nelighbortood Design Guidolings

Building Envelopes [cont'd}

With prior written approval fram the GRE, minor
encroachrents outside of the envelope may be permitted
for roof overhangs, balconies, service ansas, porches,
patios, or limited walkways. Building siting within this
envelope shall be responsible b existing features of terrain,
drainage pattems, vegetation, views and sin expasure,

Single Family Lot

Designates a lot that may be used for the sonstruction of one Pi-
ntary Dwelling Unit, ong Accessory Housing Unit and Garage. A
Single Family Lot may not be further subdivided or condominiu-
mized,

Primary Erwelling Lnit

Dasignates the main residences which may include accessory
housing unit if applicable.

Accessory Housing Units

Designates a secondary Dwelling Unit, limited to a masimurn of
800 square fast, that may be inteqgrated into Primary Dwelling Urit
or detached garage bul nol both.

Garage

Garages may be allached or detached and may contain actessory
housing unit.




Gold Link Neighborhood Design Guidelines

Girading

Grading impravements shall blend inte the rolling natural opo-
graphy. A smaooth transition sheuld be created where cut and fill
slopes connect to the existing topography. Cut and fill should be
feathered inlo the topography within the property boundary. Cut
and fill banks are ta be designed and revegetated to avoid erosion
and should be limited to a maximum of 3:1 slope.

Freferred building platkarm

nage sever




Gold Lirk Neighborhood Design Guidelines

¥ Retaining Walls

Fetaining walls should be designed as an extension of buildings ar
relate to the building form.  Retaining walls should nct exceed & in
height and should be surfaced with stone that is native to the area.
Walls that are not retaining and are constructed without martar

{dny-laid) should not exceed 47 in height.

page alght
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By extanding the architecture into the landscape, relairmng walls blend 1he buailding plal-
form gracefully inta the existing 1errain as well as create beautiful cutdoor spaces.
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8. Construction Management

The homeawner shall make provisions to project the areas of the
sitg outside of the immediate construction arga. This includes
preventing damage to existing native grass areas and lopography
craated by haul roads, earthwork and stacking rnatenals.

g, Drainage

Drainage patternz within the lot may ba modified to improve flow
away from structures. Drainages should be directed towards exist-
ing natural drainages or drainageways designated on the Gold Link
Meighborhood Drainage Plan, Stomm drainage shall not conrnect
inta sanitary sewer systern,

Arge ferr



10,

1.

12,

13.

zold Link Meighbaorhaad Dosign Guidelines

Litiiities

Al utility linas in the Gold Link Neighborhood will be installed
underground. Conneclions from runk lines to individual structures
must also be undergrouvnd. Sewage disposal systerns must bea
installed pursuant o the regulatians of the Mt Crested Butte Watar
and Sanitation District. Ma individual septic tanks, [each field sys-
tems ar wells are permitted. Mo exterior antennas or sataliite TV
dizsks will be permitted without approval by the DHRE.

Dhriveways

Dyiveways should not exceed 127 in width, Driveways and assaci-
ated culverts, landseaping, maintenance and snow plowing are the
rasponsibility of the owner. Maximum driveway grades shall not
excaad 5% far the first 20 feet from the roadway and shall not
excaad 8% slsewhere without written approval from the DHB.
Covaway and parking surfaces may be asphalt, concrate,

unit pavers, or cobhles. Access points must he within the zones
showr on the Gold Unk Meighborhood Preliminany Submissian.
Variatians must be approved by the DHB.

Parking

A minimurn of lwo off-street parking spaces per lot ang required.
Parking should be screened from public view by planting, earth
form, or fencing when it iz feasible to do so. More spaces may be
requirad by the ORB for larger residences.

Signs

All signs must have written approval from the Town of ML Crested
Butte and the DIRE. Residencas must have street number signs
attached to the house or at the driveway entry outside of the street
right-of-way. If lighted, the light source must be concealed from
views off the property. Address signs shall not exeeed wo sguare
feet in total area.




Gold Link Neighborhood Design Guidelings

14, Exterior Lighting

Ouldoor lighting may be used te light autdoar use areas. patios,
decks, and entry ways. Indirect lighting shall be used and exterior
liqhting shall not be installed whara it's direct seurce is visible from
off the property. Exterior lighting shall ba incandescent light except
for colored lighting used for Ghristmas decaratian. It is recom-
mended that a profezzicnal lighting designar be cansulted.

page taelve




Ciol Lirk Malghbothood Design Guidelings

B. Landscepe Archltecture

One objective for the Gold Link Neighbarhood iz ko establish an overall
landzcaps pattemn that blends new structures into the existing natural
landscape. The setiing consists of rolling topography eavered with natural
graszes and drainages defined by riparian vegetation. Since the site is
tresless, and highly visible, the transition from buildings te the natural sur-
roundings is critical. A second objactive is to extend the residential living
areas into functional and beautiful outdoor spaces. To accomplish these
abjactives, two types of landscapse treatment are recommended.

proposed north village

. . Y
HLUnnEQn 1
national
forest

[andscaps master plan
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Gold Link Meighizorhood Design Guidolings

Transitional Landscape Areas

Transitional landscape areas include autdoor living or use areas
that are adjacent to or near the house. These areas are to be
lorated within the building envalope.

Irrigated lawns and special amecnities should be limited to transi-
tional landscape areas and it is recommended that they are locatad
immediately adjacont to housa.

Mative plant matenals are recommended because of the extreme
conditions found in the sub-alpine 2o0nes of the Central Rocky
Mountains. A recommended plant list for this area is located in the
appendix.

Mative Landscape Areas

The area gutside of the building envelope is to be landscaped natu-
rally and i= limited Lo native grasses, Aspen, and Conifer traes as
accants. Native plantings are to be designed to reflect natural
vagetation patterns, frame views and create privacy betwean
hopses. A recommeanded plant list far this area is

located in the app-endix

transitional landscape area

/ k nakive |ELI'I1Z|SCELFFE ares
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1w0od Dasign Guidelines

Sails Test and Topographic Survey

Every building must have a subsurface soils investigation and foun-
dation recommendation preparad by a professicnal enginest
licensad in the State of Colorado prior to foundation dasign. A
topagraphic survey indicating site contours at not more than bwvo
foot intervals, adjacent road elevations. existing improvements,
existing vegetation, and any drainages, shall be prepared by a
licensed enginger. Thess surveys and soil reports must be submit-
ted to the DRE prior to the request for Schematic DPasign Approval.

Landscape Deposil

Prior to issuanee of Construction Document Approval, the owner
shall provide a Landscape Deposit in escrow with the Gold Link
Meighbarhood As=ociation. The amount placed in escraw shall
aqual the sum necessary o complete all site, revegetation and
landscape work, This work shall includa, but is net limited to grad-
ing and drainage, irrigation system, exterior walkways, tree, shiub
and ground cover planting, sodding, seading, mulching and paving.

The Landscape Deposit shall ba refunded in its entirety alter final
inzpection and it is found that site, revagetation and landscape
work has been completad as per the appraved plans.

Porticns of the deposit may be released for work that has been
completed. Scheduled values of the wark completed and the work
remaining must be submitted to the DRE for approval prior to the
release of any portion of the deposit by the Gold Link
Meighborhood Association.

Minimum Landscaping Requirerments

One of the objoctives of the Landscape Master Plan is to minimize
the visual impact of structures an the open landscape. To accom-
piish this. sach residence will be required 1 have a mrinimum num-
ber of trees to help therm blend into the wooded landscage pro-
pased in the master plan. This wooded landscape will resemble
the natural vengetation patterns in the area belhg mosty Aspen with
accents of coniferous rees. The minimtum number of trees per site
will be 15 - (37 caliper} Aspen Trees and 3 - {14’ height) conifercus
troes. This number may be increased due to the size, location and
vigibility of structurals) proposed on the site and will be determined
by the DRE during the Schematic Design Approval. The trees
should be planted in groups of at least 3 in any one lacation,

raga fiffoon




tzaid Link Meighbarhiood Deasign Guideiings

Landscaping Completion Schedule

If, during the period fram July 1 through Septambar 1 of any year,
an Owner receives a temporary carificats of ccoupancy for any
portion of any improvemeant constructed on the Site, then an owner
shall complete construction of the agproved landscaping on or
before Oclober 15 of the same yaar. If, during the period from
Septernber 2 through June 30 of any two conseculve calendar
vears, an Owner receives a lemporary cartificate of occupancy for
any portion of any improvemeant constructed on the Site, then the
awner shall complete construction of the approved landscaging on
ar before August 31 of that year.

- Motice

If an owner fails to complate the landseaping for a project within the
time frame set forth in item S pursuant to the landscape plan
approved by the DRB, then the ORE shall give such awner written
notice of the deficiencies. The owner will have 19 days to respond
and then the DAB will have the rightl to use the escrow money o
fulfill the landscape improvements on the approved plan,

pPEte SIxteer



c.

Gold Link Neighborhood Design Guidelines

Architecture
1e Cbjective
a. Image

Tha image in the Gold Link Meighberhood will reflact
traditional mounlain architecture using native stone and
wood gs the dominant building materials, Buildings are fo
ba distinctive and have individual character with continuity in
materials, rooi form and color to collectively appear as a
cohesive residential neighborhood. Architacturs is to be
timeless and not trendy or faddish,

Climate

Buildings are to be designed to be safe. funclional and
enduring to the unique and sometimes sewsra high maun-
tain climate.

1\,?\ i

-
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Gatd Link Neighborhood Design Guideiines

2. Design Standards
a. Building Size

The Primary Dwalling Lnit shall be a minimum of 2,400 =1,
excluding basement, garage and any accessory housing
units. Maximum building footprint equals 25% of individual
lots total area.

b. Building Height

Building height as defined in the Town zoning code is tha
vertical distance hatween the average graoe of a structure
and the highest point of the structure.

The maximum height of a building in the Single Family
Hesidantial District ahall be 30°. Cupalas, chimneys, flag
poles and similar architectural features not useable as habit-
able floor araa may extend above the height limit a distance
of not mora than 25% of the height limit. Structures or por-
tions of structures with sloping roofs may exceed the height
limit in aceord with the following schedule. Thesa gxcep-
tions authorize exceeding building height only for the portion
of struciure that this section applies.

Slopa Masxrnum Height

512 a3

B2 T4

712 35
mMaXimum 25% e ' 'irﬁ

af total building | [ 7 B :

height e

=]l 0 L—“'f.;l,”u 1__1#
3

maximum 25%: —-: = ,
of total building i 1 |
height 30 I 37 -
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Gold Link Neighbarhood Design Guidalings

Building Matenals

Residential building materials may include stueco, native
stone, wood siding. heavy timbers, logs, and gue laminated
beams.

While multiple materials ¢an create interest in & building, too
many materdals can creatc a gansh appearance which
allows the building to compete with and visually cvetpower
their surroundings. It is desirable to limit buildings within
each ot to 2 materials, cucluding the roof. At a maximum,
no mere than three materials will be allowed.

Mo plywood or composition paneling will be allowed on any
gxtaripr walls, chirmneys or soffits.

Wood shall be treated with semi-transparant stain or preser-
vative gil to maintain natural charactenstics of the material,

Windows and shutters must ke constiwcted of wood with the

option of meatal, of vinyl coated cladding, |f shutters arg
used, thay should be operable.

o
—

——
e e
r_% = - T r—
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Gold Ling Maiahbortood Design Guidelines

d. Entrances

Where possible, main entries should be located for masxi-
mum solar exposure. Do apenings should be protected
frern wind and overhanging o drifting snow. Entry way
spaces create & strong senss of armval and are sncouraged.




Gold Ling Maighborhood Desfign Guidaiinas

e, Storage Areas

Such things as trash containers. uility tanks, patio furniture,
boats, motorcycles, trailers, campars and maintenance and
recraational equipmeant shall be stored in fully enclosed
structures. These areas ghall be sereened from the views
off tha proparty. Walls enclasing these areas should be
dasigned as an axtension of buldings or related B building

form.
f, Garage Doors

{aarage doars must be constructed of wood with the option
of metal or vinyl eladding. Garage doors should not face
strast unlass access is not possible due to configuration of
bwilding envaelope or steep grades.

- Colors

Exterior wall colors should be natural warm earth colors.
Primary, bright or dramatic colors may be used as accent
and then only sparingly. Roof tonss should be darker than
wall colors.

LI=e of Stone

Stone is to be used as ane of the prirrary elements that unifies the
Gald Link Neighbarhood. Te accomplish this, all residences are
required b melude slone as ang of the pimary building matenals.
Stone can be used in any cne or eombination of building feunda-
tich, exterior walls, fireplaces ar retaining walls.

Stone surfaces should account for a minimum of 3% of external
wall surfaces, including windows and doors but excluding retaining
walls.

The stone used in the Gold Link Meighborhood should be native
lichen rock, river wash boulders, or grey Arkansas stone, Stone
treatment can vary but must be approved twy the DRE.

pAFE hwoniy-one




{Foid Link Nowghborhood Desigoe Guidelines

Llss of Stone (cont'd)

Mo expozed concrete foundations will be allowed. Stone founda-
tions are recommendad, Stone provides a solid visual base for the
building, accommodates steps in building foundatians on sloping
sites and provides the opportunity to extend the archrtecturs into
the landscape through the use of retaining walls. Stone founda-
tions also protect wall areas that are subject to extreme weathering
and staining due to snow acocumulation or sprirklers.

Where stone is used for building walls. the stone should be used in
large, simple forms te create antira building surfaces, Le., an end
wall or first story wall. Where stona is usged in combination with
nther materials, the wall plane should change with materials and
the second material should not overdap the sione.

Stane used for fireplaces should make-up the entire fireplace with
no wood cladding or additional materials.

All retaining walls should be stone faced.

page Memtp-twio




Gald Link Neighborhood Design Guidelines

Roof Shape and Slope

Tha axpesed nature of the Gold Link site and the extensive eleva-
tion changes which exist bebveen homes sites creates a situation
where roof structures will be a highly visible and dominant element
of the architecture. Roof form is a significant element in creating
the image and visual continuity within the neighborhaod, To
accamplish this, gable and hip rocfs are to be used on all buildings
in the Gald Link Neighborbood. Al roofs shall have a pitch of
between 5:12 and 712,

Al buildings within a let shall have the same roeof type and slope,

Gable FHonf

page wenly-threa
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Gold Link Neighborhood Design Guicgelings

Raaf Conslruction

Super insulated roof construction (graater than R-55) should be
pravided for insulaticn, to keep snow an the roof and to avoid ice
build-up. Snow loads are high in Mt. Grested Butte and roof struc-

tures must be stamped by a structural angingar licensed in
Coloradmn.

roof matetial

tigidd insulation

batten insulation

finizh ceiling

Roof Material

Roof Materials are to be fire tesistant wood shingles ar inorganic
shingles, i.e.. slate. concrete or farmed composite that are similar
in size, texture and thickness with wood shake shingles. Metal

roofs are not allowed.,

page twenfy-fou




Gold Link WNeighborhiood Design Guidalings

Raof Appurtenances

Dormers can be used to add interest and maximize upper floor
space. They can be of a shed, gabla or hip form. Swooped
darmers are not permitted, Dormers can be placed at the roof
eave o within the field of the raof.

Rooftop equipment should be screened or incorporated into attic
SPace,

TY antenna will not be permilled an roof ridges.

Skylights can be placed flush against the rocf or up to threa feat
above the roof's auface. Skylights higher than thiree fest should
ba avoided.

Chimneys made of wood or of exposed metal pipa ara not permit-
ted. Flat cap and spark arrestor are recommended.

Solar Collectors shall lie flat on the roof surface. Roof design
should include the best pitch within the penmitted range to achieve
approptiate solar expasure, Roof top collectors which are raised
and supported at an angle different than the roof plan will not be
permitted.

Wirndows

Windows located in stucco and stonc finished walls shall be
recessed so that extericr face of giass 12 sel back a minirmum of six
inches from the outside face of the stucco or slohe. Window
patterns and reveals should be carefully studied to create interest
and variety.

Snow Storage

Each DAE application requires a snow management plan which
delingates any snow shedding areas with adequate space for snow
accurmulation.

aage twority-five
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Gald Link Meghborhood Dragigh GUidelines

CESIGN REVIEW PROCESS

A.

Review Procedure

Crezign Review and approval by the DRE is raguirgd prior to beginning
conslruction of any proposed improvements located within the Gold Link
Meighborhiood. There are two steps in the approval process. The firstis
a recommended Pre-Application Cenference. The second step is the
actual Design Review as required in Articla 4, Scclion 4.5 of the Gold Link
Subdivision Protective Covenants. Step two provides the ownerfapplicant
with final approval, disapproval, or approval with condiions to proceed
with construction of the project. Once design approval has been granted,
a final and complete set of construction docurments must be submitted
prior ta beqinning construction, Construction docurments and actual con-
struction must be consistent with the approved plans.

Attimes, there will be Tequests for minar madificatiohs or additions to
existing buildings or site tmprovaments which will not warrant the full
review process, The infermation and pracess required 1o review minar
medifications will be determincd by the DRB based on the maghitude,
potential visibility and impact of the improvement. The DRB shall deter-
ming what congtitutes minor Improvements on a case by case basis, It is
important fo check with the wn for building permit requirements prior to
making any improvements.

page twenly-six




Gold Link Maighborhood Dezign SGuidelines

FPre-Application Gonfersnce

Frior to submitting design plans to the DAE for Design Review, it is
strongly recommended that the owner/applicant participate in a
Fre-Application Gonfarence with the DRE to infermally review the
project before substantial commitments of time and maney ars
made for design. The following issues and others can be reviewed
at the Pre-Application Conference. The applicant is invited to pre-
sent any praliminary plans and concepts but is not raquired to do
50,

a. The planning process and criteria used to create the Gold
Link Meighborhood and building envelopes.

b The design objectives and critaria for the specific lot and for
the project in general.

c. The characteristics of the ot and the surrounding area.
d. The significant natural features of the lot to be preserved.
. Significant architectural sitc development and site conditions

of surrounding properties.

F Technical guastions about building conditions in the Town of
Mt Crested Butte and code applications.

The DRB shall not be finally carmmitted or bound by any pralimi-
nary ar informal approval or disapproval until complets architectural
and sike development plans, specificaticns, rmaterials, and calors
are submitted and approved or disapproved in accordanco with the
proceduras set forth herein.

Page fwenfl-zoven




(Goid Link Meighborhood Dasign Guidelings

2. Daesign Review

The Design Review includes evaluation of the complete design of
bwildings and site improvements as required in Article 4, Section
4.5 of the Gaold Link Subdivision Protective Covenants. This review
will ultimately result in final approval, disapproval, or approval with
conditions to proceed with construction. This decision will be made
in writing within 10 days after the date of the review. Additional
reviews will be reguired if the dasign is not approved or if changes
are made after Design Review approval.

A lssues

1. The propesed building and site uses arg within the
building cnvelope.

2. The architecture is sited and designed to bland inta
the landscape and follow the profile of the site.

3. The transition betveen the building and tho sumound-
ing landscape has been designed to accamplizh the
intent and specifics of the Guidslines.

4, The roofs, massing, colors, tones, building materials,
landscape materials and othar site and architeclural
improvements are consistant with what is recom-
mended in the Guidalines.

E. Requirements

g Site plan showing all improverments at a scale of at
least 17 = 20 including building [ocations, kuilding
envelope boundaries, lacation and design of cutdoor
Use areas, driveways and parking areas.

2. Grading plan at a seale of at least 1" = 207 including
existing and proposed contours (2' intervals), limits of
sito disturbance and drainagewsys.

2. Architeclural floor plans at a scale of at least 1/8"

4. Footing and foundation plan at a scale of at least
1/87.

B Building elevations at a scale of at least 1/8".

eacre fvenfy-oighi




t0.

1.

12.

14,

Gold Lirk Naighbortiood Design Guidelines

Euilding sections at a scala of at least 1/8" scale showing
how bufldings and site improvements fit Lhe site and the pro-
pesed bullding height and mass.

Perspective skefches or a modal of the proposed project.
Design details and specifications.

Landscape plan at a scale of at least 17 = 20

Erasion control and revegetatian plan showing the means
and time schedule for arosion control and revegetation dur-
ing and after construction.

Color specifications, color boards and material sampies.

A snow management plan which delineates snow shedding
areas with adequate space for snow stacking,

A geo-technical investigation and repart is recommeded,
which identifies the appropriate engineering systemns far the
use in dasign and construction of all site iMprovements.

Design Review appraval by the Declarant or any succesor ownar of the
Crosied Buita Ski Arca, the Town of Mr Crested Bufte Planning
Commission, and any Spegial DNstric! providing sendce is also requirgd. 1t
is recommandad that these reviews take place after DRE approval.

4. Construction Documeanls

A

lz=ues

Based on Design Review approval by the DRB, Declarant ar
any successor owner of the Crestad Butta Ski Area, the
Town of WMt Crested Butte, and any Spacial Chistrct prowid-
ing services, the applicant may procead with construction
pravided that the construction documents stricthy canform 1o
all provisions of Design Asview approval. The awner/appli-
cant shall submit construction dogumants to the DRE for the
following deberrnination:

prage twanfl-ning
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Gold Link Malghtorhood Dasign Guidaiinas

Construction Documents - Issues {continued)

1 The canstruction documents are consistent with plans
approed By the DRE.

2 Construction procedures minimize off-site construc-
tion impacts

B. Hequirements

Tha pwnerapplicant shall submit one set of final and com-
plete construction documents to the DRB 10 days prior to
the commencement of construction. The DRB will review
construction drawings for confarmance with the Design
Review approval. The DRE has the Aght to overturn the
Design Review approval if the construction documents or
actual eonstruction is not consistent with the plans approved
by ihe DRE. The ORB will pencdically review the construc-
tinn progress.

Recards

The DRE shall appoint a secretary, who may or may notbe a
member of the DRE, 1o keep a record of all DRB meetings and
actinng. An official copy of such records shall be fled with the
records of the DRB.

Amendment to Design Guidelines

These Guidelines may be amendead at any time by the majority
vote of the members of the CHHE.

Yariance

The DRE may request such additional documentation from the
applicant as it deems necessary o process a varance application.
It shall be thae duty of the applicant for dovelopment approval to
request a variance from the ORE if such is nocessary as a result of
the applicant's development prepasal. If an application is submit-
tad to the DRE that dogas not requeast A variance and vares from
the Design Guidelines ar the protoctive covenants, the DRE shall
deny such an application. IF g variango is properly requested, it
shall be processed in conjunction with the processing of the entire
design review application.
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V. APPENDEX

A

Recommendesd Plant List

Mative Lanclscape Area

Everqresen Trees
Finus contoria

Ficea engelmanni
Fseudotsuga menziesi

Ceciduous Trees
Populus tremuloides

Shrubs
Salix spp

Grassas

Mative grassas
Transitional Landscape Area

Evergreen Trees

Picea engelmannii
Picea puniens

Pinus conkorta
Pseudotauga menziasii

Deciducus Trees
Acer glabrum
Fopulus tremulcides
Fopulus angustifolia
Malus 'Hopa’

Mals ‘Radiant’
Malus "Spring Snow’
Sorbus aucuparia
Sorbus scopulorum

Shrubs

Alnus tenufolia
Amelanchiar alnifolia
Cercocarpyus montanus
Chrysothamnus nauseosus
Comus stolonifara

G Link Nesahbewhaad Design Guidolinas

Lodgepole Ping:
Engelmann Spruce
Couglas Fir

Quaking Aspen

Mative Willow

Engelmann Spruce
Colorado Blue Spruce
Lodgepcle Pine
Douglas Fir

Rocky Mountain Maple
Cluaking Azpen

Marrow Laaf Cottonwood
Hopa Crabapple
Hadiant Crabapple
Spring Snow Crabappla
European Mountain Ash
Mative Mountain Ash

Maountain Alder
Servicebetry
Mauntain Mahogany
Ralbbitbrush
Rediwig Dogwand



{zald Link Neighborhond Design (iidehnes

Recommended Plant List {cont’d}

Jamesia americana

Juriparus communis

Jumiperus sabina
‘Buffalo'

Juniperus sabina
Tamaricafolia®

Lonicera involucrata

Lonicera korolkawii
“FabelliP

Fotentilla fruiticosa

Frunus bessey

FPrunus virginiana

Quercus gambeli

Rhus glabra cis-montana

Hhus trilobata

Hibas aureaumm

Ribes cersum

Ribas alpina

Hibas inermsa

Rosa woodsii

Rosa mbrafolia

Rosa migosa

Rubus idaaus

Sambucus pubens

Salix 'Babbiana’

Salix purpurea nana

Symphoricaipos albus

Symphoricarpos arecphilus

Syringa vulgaris

Yueea flauca

Wanflower
Cammon Junipet

Buffalo Juniper

Tarm Juniper
Twinberry Honeysuckle

Zabel's Honeysuckla
Potantilla

Western Sand Cherry
Chokecherry

Gambel Oak

Rocky Mountain Sumac
Thres-Leaf Sumac
Yollow Flowsaring Currant
Sguaw Currant

Alpine Currant
Goosebearmy

Weood's Rose
Rad-leafed Shrub Rose
Shrub Rose

Wild Red Raspberry
Mative Red-berried Elder
Eabb's Willow

Dwarf Arctiv Willow
Snowberry

Mauntain Snowberry
Lilac

Yucea

cape fhity-fea




